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Method of fire test for wooden structural 
parts of buildings 

(Amendment 1) 



JIS A 1301:1994 was revised under date of February 16, 2011. 
The revised items are included in this Amendment 1 and use this 
in combination with JIS A 1301:1994. 
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A 1301 : 2011 

Foreword 

This translation has been made based on the Amendment to the origi- 
nal Japanese Industrial Standard revised by the Minister of Land, In- 
frastructure, Transport and Tourism through deliberations at the 
Japanese Industrial Standards Committee in accordance with the In- 
dustrial Standardization Law. 

Consequently, JIS A 1301U994 is partially replaced with this Amend- 
ment. 
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JAPANESE INDUSTRIAL STANDARD JIS A 1301 : 2011 

Method of fire test for wooden structural parts 

of buildings 

(Amendment l) 

JIS A 1301 ' 1994 is revised as follows. 

1 Scope 

Delete Remarks 4. 

5 Heat test 

In 5.1, replace "the circumference with asbestos or the like" by "the circumference with 
inorganic insulation material or the like". 

5 Heat test 

In 5.2, replace "with CA thermocouple of 1 mm in diameter and Grade 0.75 or superior 
in performance specified in JIS C 1602" by "with K thermocouple of 1 mm in diameter 
and Class 2 or superior in performance specified in JIS C 1602". 

5 Heat test 

In 5.5, replace "with CA or CC thermocouple of 0.65 mm in diameter and Grade 0.75 or 
superior in performance specified in JIS C 1602" by "with K or T thermocouple of 0.65 
mm in diameter and Class 2 or superior in performance specified in JIS C 1602". 

7 Watering test 

Delete the unit and numerical value in { } based on the traditional unit. 
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Errata for JIS (English edition) are printed in Standardization and Quality Control published 
monthly by the Japanese Standards Association, and also provided to subscribers of JIS (Eng- 
lish edition) in Monthly Information. 

Errata will be provided upon request, please contact: 

Standards Publishing Department, Japanese Standards Association 

4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN 

TEL. 03-3583-8002 FAX. 03-3583-0462 
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